Labelworx   Artwork Specifications
File Formats:
Labelworx supports the following storage formats for Macintosh and Windows created artwork:

-CD/DVD/DVDRAM
-Memory Card or Flash drive (USB, CFII,…)
Sending Files:
Labelworx can receive files via courier, FTP, overnight service, USPS or e-mail. If by e-mail, file size limit is restricted to 3MB. Larger files should be uploaded to our FTP server (Please contact Labelworx for FTP server access).
Applications:
-Adobe Illustrator versions 8.0 and up (.ai, .ps, .pdf, .eps)
-Adobe Photoshop versions 6 and up (.tiff, .psd, .eps)

-Adobe Indesign 4 and up (.indd)

-QuarkXpress versions 5 and up (.qxd)

-Adobe Acrobat Pro versions 6 and up (.pdf)
Please note that Adobe Illustrator is preferred.
Artwork Files:
When submitting a job please include the following:

-ALL files associated with the artwork (placed or linked image files, fonts, etc.)

-Correct PMS color naming (Pantone ###C)

-High-resolution scans (300DPI or greater) in TIFF format or transparency if scan is unavailable.
-A graphic request form with all the job specifications (colors, p.o. number, etc.)

Please be advised to avoid trapping on the job. Any trapping will need removal.
Fonts:

-Type must be set in an Illustration program (No embedded type in Photoshop)
-All fonts must be included with job in both screen and printer faces.

-ONLY Postscript and Opentype fonts are accepted.

Note: TrueType fonts are low resolution and are unsuitable for printing over 600DPI. This form of type must be converted into paths/outlines.
Contact Us: Office: 215-945-5645  -  Fax: 215-945-5813  -  E-mail: files@imageworx.biz

